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Ampnrimpots To The Claims 

1. (Currently Amended) A stent delivery system comprising: 

a stent delivery catheter, the stent delivery catheter having a balloon 
mounted thereon, the balloon having an unexpanded position and an expanded position, 
the balloon having at least one waist portion, at least one cone portion and at least one 
body portion; 

a stent disposed about the at least one body poirtion, the stent having an 
expanded state and an unexpanded state; 

at least one sleeve, the at least one sleeve having a waist overlay portion, a 
cone overlay portion, and a stent overlay portion, when the stent is in the unexpanded 
state the waist overlay portion being engaged to at least a porlion of tlie at least one waist 
portion and the cone overlay portion being disposed about the at least one cone portion 
and the stent overlay portion being disposed about at least a portion of the stent, 

the at least one sleeve having at least one lubricant application port, the at 
least one lubricant application port defining an opening through the at least one sleeve, 
the opening constructed and arranged to allow a lubririous substance to pass through the 
at least one slefevc and at least partially coat a portion of the balloon a 

the at least one lubricant application port b eing con nected to a supply 

of lubricant . 

2. (Original) The stent delivery system of claim 1 wherein the at least one lubricant 
application port is at least partially defined by the waist overlay portion. 


PAGE 4/9 ' RCVD AT 5/14/2004 12:14:56 PM [Eastern Daylight Time] * SVR:USPT0-EFXRM/4 * DNIS:8729306 * CSID:952 563 3009 * DURATION (mm-ss):02-08 


05/14/04 11:19 FAX 952 563 3009 ® 

Application No. 09/735,325 Amendment 
Page 4 

3. (Withdrawn) The stent delivery system of claim 1 wherein the at least one lubricant 
application port is at least partially defined by the cone overlay portion. 

4. (Withdrawn) The stent delivery system of claim 3 wherein the at least one lubricant 
application port is at least partially defined by a portion of the stent overlay portion. 

5. (Withdrawn) The stent delivery catheter of claim 4 wherein the portion of the stent 
overlay portion is constructed and arranged to fracture during expansion of the stent 
from the unexpended state to the expanded state. 

6. (Withdrawn) The stent delivery system of claim 5 wherein the at least one lubricant 
application port further comprises at least one tear-away lubricant application pott and at 
least one standard lubricant application port, the at least one tear-away lubricant 
application port at least partially defined by the portion of the stent overlay portion, the at 
least one lubricant application port being positioned elsewhere through the at least one 
sleeve. 

7. (Withdrawn) The stent delivery system of claim 5 wherein the at least one sleeve is 
constructed and arranged to retract off of a stent subsequent to the fracture of the portion 
of the stent overlay portion. 

8. (Currently Amended) A stent delivery catheter comprising: 


PAGE 519 * RCVD AT 5114/2004 12:14:56 PM [Eastern Daylight Time] * SVR:USPT0-EFXRF-1/4 * DNIS:3729306 * CSID:952 563 3009 ' DURATION (mm-ss):02-08 


05/14/04 11:20 FAX 952 563 3009 BlpOB 

Application No. 09/735,325 Amendment 
PageS 

an elastomexic sleeve comprising an inside surface, and at least one 
lubricant port, the elastomeric sleeve constructed and arranged to retain a stent in the 
unexpanded state on a stent delivery catheter, the elastomeric sleeve constructed and 
arranged to overlap only the distal margin, only the proximal margin or only the proximal 
margin and distal margin of a stent prior to deployment of the stent; and 

the at least one lubricant application port being connected to a supply 

of lubricant; 

a lubricious substance; 

and wherein the at least one lubricant application port defines an opening 
through the at least one sleeve, the opening constructed and arranged to allow the 
htbriekms -sub stone e lubricant to pass through the at least one sleeve and coat at least a 
portion of the inside surface of the elastomeric sleeve . 

9. (Withdrawn) The elastomeric sleeve of claim 8 further comprising a first sleeve and a 
second sleeve, the first sleeve and second sleeve each constructed and arranged to be 
disposed about an end of a stent delivery balloon. 
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In the Drawings 

None. 
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